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Laser Diode LT-LD-455-5W-A

LT-LD-455-5W-A is a multimode laser diode with 5W CW output power at
455nm. It is supplied in a 9mm floating mounted TO can with Zener Diode.

The laser diode is suitable for the use in various opto-electronic

applications.

m  Absolute Maximum Ratings (Tc=25C)

Parameter Symbol Value Unit
Forward Current It 3.5 A
Allowable Reverse Current IrLD) 85 mA
Storage Temperature Tstg -40~85 C
Operating Case Temperature Te 0~30 C

B Initial Electrical/Optical Characteristics (Tc=25C)

Parameter Symbol Condition Min Typ. Max Unit
Optical Output Power Po Ir = 3.0A - 5.0 - w
Dominant Wavelength Ad lr=3.0A 448 (455) 462 nm
Threshold Current lin CW 250 320 420 mA
Slope Efficiency n CW 1.6 1.8 2.1 WI/A
Operating Voltage Vop Ir=3.0A 3.7 4.0 4.4 \Y
Beam Parallel e/ I = 3.0A 8.0 10.5 14.0 °
Divergence * Perpendicular 0l s = 3.0A 40.0 46.0 52.0 °

() are reference figures.

* Full angle at 1/e? from peak intensity
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m Outline Dimension (Unit:mm)

N L

(90° ) w
N 1. LD Anode
LD
2. LD Cathode
N
0.65)
— Zener Diode
__ _i__'_fﬂj Emitting Point
< 8 This model does not have Photo Diode.
z+ £ This model has a Zener Diode built in
$7.302 i"‘% as a protection circuit against static
AL SG electricity.
- i—p—
% : Emitting Point
o
Reference Plane
- —-I—I——Z— $0.6x005
b 2.54+0
—-—""I__r"--‘

Data sheet Rev1.0 May.2026

Tel: +86 136 8264 1046
E-mail: lasertree@micost-optotech.com

2



www.lasertree.com

LASER TREE

B Cautions

1. Laser light can damage the human eye and skin. Do not expose the eye and skin to any laser light directly or

through optical lenses. Focused laser beam through optical instruments will increase the chance of eye hazard.

2. The laser needs a stable driver to avoid surges. The instantaneous reverse current and reverse voltage should

not exceed the absolute maximum ratings, otherwise it will damage the laser diode.

3. Semiconductor lasers are sensitive to temperature, working at high temperatures will reduce the photoelectric
conversion efficiency and accelerate the aging of laser diode. It should be used under adequate heat dissipation

or cooling conditions.

4. The laser should be used at the rated current and rated power, the output power is too high will accelerate the

aging of laser diode.

5. Semiconductor lasers are electrostatic sensitive devices, anti-static measures should be taken during storage

and transportation.

6. Lasers should be stored or work in a dry, ventilated environment to prevent damage to the laser from

condensation.

7. The light emitting surface (cavity surface) is the key parts of the laser diode, any handling to damage the cavity
surface should be strictly prohibited. It should be ensured that the laser diode is not contaminated, and damaged

in mechanical.

CAUTION

STATIC SENSITIVE
DEVICES

NOT TO BE HANDLED
BY UNAUTHORISED
PERSONNEL
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